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1.  LAIRD TECHNOLOGIES VENDOR WEBSITE:  //lairdtech.thomasnet.com/category/gap-filler-pad-tims
     UNCOMPRESSED HEIGHT. COMPRESSED HEIGHT IS DEPENDANT ON APPLIED PRESSURE
3.  MATERIAL MUST BE ELECTRICALLY INSULATING 

REVISIONS

REV DESCRIPTION DATE BY
A  INITIAL RELEASE 8/24/2016 JTM

1 1  T-pli 220-AL-FG (LAIRD TECHNOLOGIES)  0.508 THK THERMAL PAD 1, 3

QTY ITEM PART NUMBER DESCRIPTION Notes

Part List

SHDWG NO

SIZE

SCALEAPPLICATION
USED ONNEXT ASSY

8 7 6 5 4 3 2

8 7 6 5 4 3 1
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UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS

TOLERANCES:  ANGLES  ±1°
             2 PLACE DECIMALS ±0.25
             1 PLACE DECIMALS ±0.50

DIMENSIONAL LIMITS APPLY BEFORE PROCESSES
INTERPRET DIMENSIONS IN ACCORDANCE WITH 
ASME Y14.5M-1994
REMOVE ALL BURRS AND SHARP EDGES

PARENTHETICAL INFO FOR REF ONLY
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