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Installation Guide for LMP91050 SensorAFE Software

The following guide will step a user through the process of installing the SensorAFE software on a
compatible Windows XP / Windows 7 computer. This software can be installed prior to the availability of
the hardware evaluation kit and used for understanding the capabilities of the LMP91050 product.

Upon receipt of the hardware evaluation kit please consult the SensorAFE Drivers Installation guide for
instructions on installing the hardware which will allow the SensorAFE hardware to directly program and

monitor the evaluation setup.

For the SensorAFE software, execute the installation program, TI_SensorAFE_LMP91050_v*.*.* which

was available through the download.

! Setup - LMP91050 (3=

Welcome to the LMP91050 Setup
Wizard

This willinstall SensorAFE_LMP91050_v1.0.2 on your
computer.

It is recommended that you close all other applications before
continuing.

Click Mext ko continue, or Cancel to exit Setup,

& Setup - LMP91050 EE®

Select Destination Location
wwhere should LMP91050 be installed?

(| setup wilinstall 1MF51050 nto the Following folder.

Ta continus, click Mext. TF you would like to selsct a different Folder, click Brawse.

Browse...

At least 23.0 MB of free disk space is required.

< Back ” ext = }[ Cancel ]

15 Setup - LMP91050

Select Start Menu Folder
Where should Setup place the program's shortets?
Setup will creats the program's shortcuts i the Follawing Start Manu Folder.,

Ta continus, dick Next, IF you would like to sslect & different folder, click Brawse.,

Browse...

<gack [ mexst> | [ cancel

You will see the installer’s introduction window.

Click [Next>] to continue with the installation.

The installer will select a default location for the installation of
the program. If you wish to change the location click the
[Browse...] button and select a new installation location.

When you are satisfied with the choice click [Next>] to
continue.

The installer will select a default location to list the program in
the Windows Start Menu. If you wish to change the location
click the [Browse...] button and select a new listing location.

When you are satisfied with the choice click [Next>] to
continue.



i3 TEXAS
INSTRUMENTS

www.ti.com

& Setup - LMP91050

The installer will ask if you wish for a desktop icon to be
Select Additional Tasks created for a fast way to execute the program. If an icon is
‘which additional tasks should be performed? A i
desired, please select the available box.

Select the additional tasks you would ke Setup ko petform whils instaling LMPS1050,
then click Hext.

RO, When satisfied with the selection click [Next>]

[[] Create a desktop icon

[ eack [ mests | [ caneel |
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The installer now shows the planned locations for the software
installation and the Start Menu locations.

Ready to Install
Setup is now ready ko begin instaling LMP31050 on your computer.

Click Install ka continue with the inskallation, or dick Back iF you wank to review of 1 1 1 H H [ ]
I Tt co o To accept and begin the file installation click [Install].
Destination location:
C:\Program FilesiMational Semiconductor\SensorAFEILMPI10S0

Start Menu Folder:
Mational SemiconductariSensorAFEILMPS 1050

< Back ” Install l[ Cancel ]

16 Setup - LMP91050

A progress screen shows the files being transferred to the
nstalling proper locations on the system.
Please wait while Setup installs LMPI1050 on your computer.

Extracting files. .
C:\Program Files|Texas InstrumentslSensorAFEILMPS1050timagesithermopile sva

[
L

8 Setup - LMP91050 @EL  When the installation wizard reports the job as completed you
Completing the LMP91050 Setup can exit by clicking the [Finish] button.
Wizard
sstup s e sl Lesios0 oy s e (Y OUL @r€@ NOW ready to run the SensorAFE software for the
application may be launched by selecting the installed icons.

Clck Fiish Eo st Soup, LMP91050 product, using either the location identified in the
Start Menu step or the optional Desktop Icon, if requested.




